FLEX 16

Specification

Mixed Signal Matrix & Video Wall Controller
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: Key Features

¢ 16 mixed signal inputs and
16 mixed signal outputs

o EDID Management

¢ Splicing (Need to install
optional splicing output
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¢ Format conversion
¢ HDBaseT 1.0 Compatible

Application

Order Codes  |pralictCoda N iemI

710-0016-00-0
710-0016-01-0
710-0016-12-0

REBlink

FLEX 16
FLEX 16M
FLEX 16S Bleray OVD

Tel: +86-592-5771197 Fax: +86-592-5788216

E-mail: sales@rgblink.com  http://www.rgblink.com

Headquarter: S601-607, S504 Weiye Building Torch Hi-Tech Industrial
Development Zone, Xiamen, Fujian Province, P.R.C

Specifications are correct at time of printing and subject to change
or alteration without notice.

Vidicon

Interface Input 2K version 1x DVI (Compatible DVI. VGA. YPbPr. CVBS) /1x HDMI 1.3 /1 x USB
2.0/ 1 x 3G/HD/SD SDI/1 x HDBaseT
Output 2K version 1%xDVI (Compatible DVI. VGA~ YPbPr- CVBS) /1 X HDMI1.3/1X
3G/HD/SD SDI/1 x DP 1.1/1 x HDBaseT
Communicati | 1xRJ45
on 1xRS232
Performance | Input soi
Resolution 480i | 576i | 720p@25/30/50/60Hz | 1080i@50/59.94/60Hz
1080p@23.98/24/25/29.97/30/50/59.94/60Hz
DVI/ HDMI 1.3/HDBaseT/USB
SMPTE:  480i | 576i | 720p@50/60Hz | 1080i@50/60Hz | 1080p@50/60Hz
VESA: 800x600@50/60Hz | 1024x768@50/60Hz | 1280x720@50/60Hz
1 '60Hz | 1280 )f | 1280x1024@50/60Hz
1400x1050@50/60Hz | 1600x1200@50/60Hz | 1920x1080@50/60Hz
2048x1152@50/60Hz
cves SMPTE: 480i | 576i
YPbPr
SMPTE:  480i| 576i | 720p@50/60Hz | 1080i@50/60Hz | 1080p@50/60Hz
VGA
VESA: 800x500@50/60Hz | 1024x )f | 1280x720@50/60Hz
1 '60Hz | 1280 | 1280x1024@50/60Hz
1400x Ji | 1600x1200@50/60Hz |  1920x1080@50/60Hz
Output SDI
Resolution 480i | 576i | 720p@25/30/50/60Hz | 1080i@50/59.94/60Hz
1080p@23.98/24/25/29.97/30/50/59.94/60Hz
HDMI 1.3/DP 1.1/HDBaseT
Follow with theinput resolutionor the splicing output resolution
ovi
SMPTE:  720p@50/60Hz | 1080p@50/60Hz
VESA: 800x500@50/60Hz | 1024x768@50/60Hz | 1280x720@50/60Hz
1280xi '60Hz 1280; 1280x1024@50/60Hz
1400x1050@50/60Hz | 1600x1200@50/60Hz | 1920x1080@50/60Hz
2048x1152@50/60Hz
cves SMPTE: 480i | 576i
YPbPr
SMPTE:  480i | 576i| 720p@50/60Hz | 1080i@50/60Hz | 1080p@50/60Hz
VGA
VESA: 800x500@50/60Hz | 1024x768@50/60Hz | 1280x720@50/60Hz
1 '60Hz 1280; 1280x1024@50/60Hz
1400x1050@50/60Hz |  1600x1200@50/60Hz |  1920x1080@50/60Hz
Supported HOMI 13
Standards ovi DVI-I: Singlelink DVI
DisplayPort 11
HDBaseT 10
SDI 3GSDI | HDSDI | SD SDI
Features Splicing 16KK pixels by 16 outputs, only with the optional splicing output module
?::::I Scale, Crop, Position, only with the optional splicing output module
Converter Format Conversion
Matrix Max 16 inputand 16 output
Brightness Standard
EDID HDMI and DVI supported
Signal Backup | Standard
Test Pattern Input | Output
Gray Scale 54
Processing
Power Input Voltage | AC 100V-240V. 50/60Hz
Max Power 200w
Environmental | Temperature [ 0°C-40°C
Humidity 105-85% RH
Physical Weight Net 8.05Kg
Package 19.12Kg
Dimensions Device 485mmx450mmx89mm
Package 630mmx595mmx255mm
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